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 The purpose of this study is to establish an “absorption 
dyeing method” to dye the inside of wood. The “absorption 
dyeing method” is unique in that it dyes wood by 
absorbing dye into it under reduced pressure. While there 
are examples of studies about dyeing the inside of wood, 
e.g. methods of decompression/pressurization injection 
and standing tree dyeing, such methods have not been 
widely adopted because they require lots of time and large 
facilities and produce color irregularities. This study aims 
to enable the inside of wood to be dyed evenly in a short 
period of time using an “absorption dyeing method” 
suitable for the sizes of furniture and building 
components. We believe that wood dyed on the inside 
retains its original texture and has the same value as 
beautifully colored rare wood like imported hardwood. We 
also believe that the current worldwide shortage of 
precious wood and decorative large-diameter wood will 
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・ 木材の樹種（針葉樹 広葉樹(環孔材 散孔材 放
射孔材)）
・ 木材の部位 (芯材 辺材)
・ 木材の乾燥の度合い(含水率)や乾燥方法（天然乾






















・吸引染色装置 (図 4) 
・減圧装置 (図 5) 
・超音波照射機能付き注 3）減圧装置 (図 6) 
 
図 4 吸引染色装置  
   
図 5 減圧装置および装置の機構略図  
   
図 6 超音波照射機能付き減圧装置および装置の機構略図  
 







 「Roapas スピラン」（アルコール溶媒）  
・反応染料  
 「リアック染料」（水溶媒）  
・鉄媒染液  



















・  「グリエノール」（染料の溶解、染着剤） 
・  「エフェクターDS2C」（カチオン高分子物）  
・  「アニノール」（アニオン界面活性剤） 
 
4-4 染色する木材  
 本研究の目標は染色木材の拡大化であるが、まずは

















・  針葉樹  
檜、 杉  















木材サイズが厚さ 40 ㍉×幅 120 ㍉×長さ 900 ㍉（減




図 7 アルコール染料 (青色 )による染色  
●  反応染料「リアック」を用いた吸引染色  
 図８は、反応染料の｢リアック｣(赤色 )を用いて、吸
引染色（2〜10 分間）を行ったテストピース（25 ㍉×25










   図８ 反応染料を用いた吸引染色結果  
●鉄媒染液「天然鉄液」を用いた吸引染色  
 図 9 は、鉄媒染液の｢天然鉄液｣(黒色 )を用いて、吸
引染色（2〜10 分間）を行った結果のテストピース（25




   図 9 鉄媒染液を用いた吸引染色結果  
●  反応染料「リアック」に助剤を添加した染色  









































































2) ダイアフラム型ドライ真空ポンプ（排気速度 24L/min 
到達圧力 5.33×1000 Pa） 
 
3) 超音波洗浄器(ステンレス製・ASU-M シリーズ) 384
×234×273mm ASU-6M 
 
 
